
Neck Pickup Red wire
(Solder to pot casing)

Single Coil Pickup Red wire
(Solder to pot casing)

Bridge Pickup Green wire
(Solder to pot casing)

To Volume Pot
input

Push-pull tone pot:

Black wire to volume 
pot casing (ground)

1.1K Ohm
Resistor

Red wire to 
volume pot 

input

Neck Pickup
Green & White 

Wires

Single Coil
Black wire

(hot)
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Note Pickup shape is just for reference. 
All pickups using this diagram 

shall be oriented in this manner.

Bridge Pickup

Neck Pickup

Bridge location

Middle Pickup

South

Operating Instructions
Push-Pull Tone Pot Down:
     Position 1 - Bridge Humbucker
     Position 2 - Bridge and Neck Humbuckers
     Position 3 - Neck Humbucker
Push-Pull Tone Pot Up:
     Position 1 - Bridge Humbucker and Middle Single Coil
     Position 2 - Bridge Humbucker, Middle and Neck Single Coils
     Position 3 - Middle and Neck Single Coils
                       

Bridge Pickup
Red & Black Wires
(Solder together

and tape off)

Bridge pickup
White wire

(hot)

Neck pickup 
Black wire 

(hot)

Solder jack wire
shielded cable
to volume pot

casing

Solder black ground
wire from bridge

to volume pot casing

Output Jack

Volume

Solder leg to pot 
casing for ground

.033 uf

Pu
sh-

pull

Tone

500k

1
.1

k 

18
0p

f

500 K

3-way pickup selector switch:

Bridge pickup
White wire

(hot)

Neck pickup 
Black wire

(hot)

Red ‘hot’ to
volume pot

input

Black ground to 
volume pot casing

Used on these models:
PRS SE Swamp Ash Special
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