
Operating Instructions
3-way toggle pickup switch:
     Position 1 (down) - Treble Pickup
     Position 2 - Treble and Bass Humbucking Pickups
     Position 3 (up) - Bass Pickup

            Bridge Pickup Wires:
E - Green - Ground
F - Red - Tape together w/Black
G - White - Hot
H - Black - Tape together w/Red

            Neck Pickup Wires:
A - Green - Tape together w/White
B - Red - Ground
C - White - Tape together w/Green 
D - Black - Hot

Red wire to 
bladeswitch (hot)

Soldered to
pot casing (ground)

Volume pot wiring:

Black wire to 
bladeswitch (ground)

Black split-tail wire to 
Neck/Middle tone pot 

(ground)

Red wire to 
bladeswitch 

Black split-tail wire 
to volume pot casing

(ground)

Neck/Middle Pickup
Tone pot wiring:

.1uf

Red wire to 
Bridge Tone Pot

Black split-tail wire to 
Bridge Tone pot casing

(ground)

Red wire to 
Neck/Middle

Tone Pot

Red wire to 
bladeswitch 

Bridge Pickup
Tone pot wiring:

Black split-tail wire to 
Neck/Middle Tone 

pot casing
(ground)

Used on these models:
PRS SE Silver Sky

Red & Black wires
(twisted together)

Solder leg to pot 
casing for ground

Red - [38mm]

Tone

250k

Tone

250k

Volume 

300k

.1 uf

Black - 
[89mm] split-tail

Red - [89mm] split tail

Red - [89mm]

Neck Pickup
 Hot (Red)

Solder black ground
wire from bridge and pickup 

ground wires to 
volume pot casing

Middle Pickup
 Hot (Black)

Bridge Pickup
 Hot (Red)

Red - [89mm]

Red - [38mm]


	1: Assembly

